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	2017 June New Updated PCNSE7 Exam Dumps with PDF and VCE Free Shared in www.Braindump2go.com  Today!100% Real

Exam Questions! 100% Exam Pass Guaranteed!1.|2017 New PCNSE7 PDF and PCNSE7 VCE 131Q&As Download:

http://www.braindump2go.com/pcnse7.html 2.|2017 New PCNSE7 Questions and Answers PDF Download:

https://drive.google.com/drive/folders/0B75b5xYLjSSNZUpkbFJ5WVdSaVk?usp=sharing   QUESTION 91Which URL Filtering

Security Profile action logs the URL Filtering category to the URL Filtering log? A.    LogB.    AlertC.    AllowD.    Default Answer:

BExplanation:https://www.paloaltonetworks.com/documentation/70/pan-os/pan-os/url-filtering/url-filtering-profile-actions

QUESTION 92What are two prerequisites for configuring a pair of Palo Alto Networks firewalls in an active/passive High

Availability (HA) pair? (Choose two.) A.    The firewalls must have the same set of licenses.B.    The management interfaces must to

be on the same network.C.    The peer HA1 IP address must be the same on both firewalls.D.    HA1 should be connected to HA1.

Either directly or with an intermediate Layer 2 device. Answer: AC QUESTION 93Which three rule types are available when

defining policies in Panorama? (Choose three.) A.    Pre RulesB.    Post RulesC.    Default RulesD.    Stealth RulesE.    Clean Up

Rules Answer: ABCExplanation:

https://www.paloaltonetworks.com/documentation/71/pan-os/web-interface-help/panorama-web-interface/defining-policies-on-pano

rama QUESTION 94A network design calls for a "router on a stick" implementation with a PA-5060 performing inter-VLAN

routing All VLAN-tagged traffic will be forwarded to the PA-5060 through a single dot1q trunk interfaceWhich interface type and

configuration setting will support this design? A.    Trunk interface type with specified tagB.    Layer 3 interface type with specified

tagC.    Layer 2 interface type with a VLAN assignedD.    Layer 3 subinterface type with specified tag Answer: D QUESTION 95

Which Panorama feature allows for logs generated by Panorama to be forwarded to an external Security Information and Event

Management(SIEM) system? A.    Panorama Log SettingsB.    Panorama Log TemplatesC.    Panorama Device Group Log

ForwardingD.    Collector Log Forwarding for Collector Groups Answer: AExplanation:

https://www.paloaltonetworks.com/documentation/61/panorama/panorama_adminguide/manage-log-collection/enable-log-forwardin

g-from-panorama-to-external-destinations QUESTION 96Which URL Filtering Security Profile action togs the URL Filtering

category to the URL Filtering log? A.    LogB.    AlertC.    AllowD.    Default Answer: D QUESTION 97Several offices are

connected with VPNs using static IPV4 routes.An administrator has been tasked with implementing OSPF to replace static routing.

Which step is required to accoumplish this goal? A.    Assign an IP address on each tunnel interface at each siteB.    Enable OSPFv3

on each tunnel interface and use Area ID 0.0.0.0C.    Assign OSPF Area ID 0.0.0.0 to all Ethernet and tunnel interfacesD.    Create

new VPN zones at each site to terminate each VPN connection Answer: C QUESTION 98Which authentication source requires the

installation of Palo Alto Networks software, other than PAN-OS 7x, to obtain a username-to-IP-address mapping? A.    Microsoft

Active DirectoryB.    Microsoft Terminal ServicesC.    Aerohive Wireless Access PointD.    Palo Alto Networks Captive Portal

Answer: B QUESTION 99Several offices are connected with VPNs using static IPv4 routes. An administrator has been tasked with

implementing OSPF to replace static routing.Which step is required to accomplish this goal? A.    Assign an IP address on each

tunnel interface at each siteB.    Enable OSPFv3 on each tunnel interface and use Area ID 0.0.0.0C.    Assign OSPF Area ID 0.0.0.0

to all Ethernet and tunnel interfacesD.    Create new VPN zones at each site to terminate each VPN connection Answer: C

QUESTION 100People are having intermittent quality issues during a live meeting via web application. A.    Use QoS profile to

define QoS ClassesB.    Use QoS Classes to define QoS ProfileC.    Use QoS Profile to define QoS Classes and a QoS PolicyD.   

Use QoS Classes to define QoS Profile and a QoS Policy Answer: C  !!!RECOMMEND!!!  1.|2017 New PCNSE7 PDF and

PCNSE7 VCE 131Q&As Download:http://www.braindump2go.com/pcnse7.html 2.|2017 New PCNSE7 Study Guide Video:

YouTube Video: YouTube.com/watch?v=or7j9-27yWc
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